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1. Configuration requise

Processeur : Processeur Pentium ou supérieur

Memoire de stockage : 512 Mo minimum

Disque dur : 512 Mo d’espace disque disponible
Cable USB : Cable USB 2.0
oS : Windows XP, Windows Vista (32-bit or 64-bit type),

Windows 7 (32-bit or 64-bit type), Windows 8 (32-bit or 64-bit type)
or Windows 10 (32-bit or 64-bit type)

* |nstaller un pilote d'imprimante compatible avec le systéeme d'exploitation de votre ordinateur. Dans
le cas de Windows Vista, Windows 7, Windows 8 ou Windows 10, vérifiez le type de systeme: 32 bits

ou 64 bits.
Dossier Pilote d'imprimante OS Windows
ASK300_WinXP_Ver200 Microsoft® Windows® XP
ASK300_WinVista7_Ver200 Windows Vista® (32-bit)

Windows® 7 (32-bit)

ASK300_WinVista7_x64_Ver200 Windows Vista® (64-bit)
Windows® 7 (64-bit)

ASK300_Win8_Ver201 Windows® 8 (32-bit)
Windows® 10 (32-bit)
ASK300_Win8_x64_Ver201 Windows® 8 (64-bit)

Windows® 10 (64-bit)

Pour confirmer le type d’OS équipant votre ordinateur, procéder comme suit.

1) Cliquer sur le bouton "Démarrer" (clic droit dans le cas de Windows 10) ou cliquer sur
"Réglage" de l'affichage « Charm from Desktop » (dans le cas de Windows 8), ouvrir "Panneau
de configuration", sélectionner "Systéme et sécurité" ou "Systéme et maintenance", puis
cliguez sur "Systeme".

2) Le type de systéme s'affiche dans la zone de I'élément "Systéme".

* L’ASK-300 prend en charge l'interface USB 2.0 (Hi-Speed USB). L’'USB 2.0 étant entierement
compatible avec 'USB 1.1, ’ASK-300 peut étre utilisé avec un ordinateur personnel prenant en
charge l'interface USB 1.1.

Pour utiliser TASK-300 basé sur I’ USB 2.0 (Hi-Speed USB), connectez-vous a un ordinateur
personnel compatible USB 2.0 (Hi-Speed USB). Pour la compatibilité USB 2.0 (Hi-Speed USB) de
votre ordinateur personnel, contactez le fabricant de I'ordinateur personnel.

* Lorsque vous utilisez Windows 7, Windows 8 ou Windows 10, installer d'abord le pilote
d'imprimante, puis connecter I'imprimante & l'ordinateur personnel.

* Les modes Matte et haute qualité (UltraFine) sont disponibles que les imprimantes équipées de la
version de firmware 316H21 (MAJ Aout 2013).



2. Télechargement et décompression pilote et
firmware

1)

2)

3)

4)

5)

6)

7)

Si les drivers ont été téléchargés, les décompresser sur un support en vue de leur installation.

Liens de téléchargement :

ftp://minilab:jdf minilab@services.fujifilm.fr/IMPRESSION%20A%20SUBLIMATION/drivers ASK-
300

Ou

https://www.fujifilm.eu/fr/produits/produits-de-photofinishing/p/ask-300#manuels-et-drivers

Il existe deux versions de Pilote, une version X86 pour OS Windows en 32 bit et une version
X64 pour OS Windows en 64 bit. Le procecus d’installation est identique.

Le nouveau firmware Ver. 316J21 apporte le format « mini-panoramique » 15x05 cm (152 mm x
51mm).

Ce format est uniguement imprimable via le ruban encreur 102x152 (10x15-RK-CF800T) réf
16515928).

Le format 15x05 sera opérationnel si et seulement si le Pilote est également mis a jour (MAJ du
Pilote en page X).

Les MAJ du Firmware Ver. 316J21 ainsi que le Pilote V3 ne fonctionnent que sous Windows (pas
de MAJ disponible pour les OS MAC).

Les MAJ du Firmware Ver. 316J21 ainsi que le Pilote V3 sont incompatibles avec les SDK Order-
it et Wonder Print Station.


ftp://minilab:jdf_minilab@services.fujifilm.fr/IMPRESSION A SUBLIMATION/drivers_ASK-300
ftp://minilab:jdf_minilab@services.fujifilm.fr/IMPRESSION A SUBLIMATION/drivers_ASK-300
https://www.fujifilm.eu/fr/produits/produits-de-photofinishing/p/ask-300#manuels-et-drivers

3. Installation

<Remarque> Si un pilote d'imprimante d'ancienne version a déja été installé ; Le désinstaller, puis
installer le nouveau pilote.

3.1 Windows XP
3.1.1 Installation du port USB

1) Démarrer le systéme d'exploitation Microsoft® Windows® XP.

2) Connectez-vous en tant qu'administrateur ou membres du groupe Administrateur.
3) Connectez un cable USB entre I'ordinateur et I'imprimante.

4) Allumer I'imprimante.

5) Un support d'impression USB sera installé automatiquement.

6) "Found New Hardware Wizard" apparait. (Fig. 1)

3.1.2 Installation du pilote

1) Sélectionner “No, not this time” sur “Found New Hardware Wizard” et cliquer sur le bouton
“Next”. (Fig.1)

2) Sélectionner “Install from a list of specific location (Advanced)” sur “Found New Hardware
Wizard” et cliquer sur le bouton “Next”. (Fig.2)

Found New Hardware Wizard Found New Hardware Wizard
Welcome to the Found New
Hardware Wizard

‘Windows will search for current and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update Web site (with your permission).

Read our privacy policy

This wizard helps you install software for:

FUJIFILMASK Printer

+)_If your hardware came with an installation CD

Can Windows connect to Windows Update to search for &2 or fHloppy disk, insert it now.

software’

O Yes, this time only

gnnect a device ‘What do you want the wizard to do?

0 pow and -

Click Next to continue.

Coloslallbe soft

I @ linstall from a fist o specific location [Advanced]l

Click Next to continue.

Next > | < Back l][ Next > ]ll Cancel

<Fig.1> <Fig.2>

3) Sélectionner “Include this location in the search”, puis cliquer sur “Browse”. Ouvrir le
dossier du pilote d’impression Windows XP, puis cliquer sur ASK-300NO.ini. Lorsque la
fenétre de la <Fig.3> réapparait, cliquer sur le bouton “Next”. (Fig.3)

4) Cliquer sur le bouton “Continue Anyway” . (Fig.4)

Found New Hardware Wizard Hardware Installation
Please choose your search and installation options.
3 ] The software you are installing for this hardware:
e

(® Search for the best driver in these locations. Printers
Use the check boxes below to fimit or expand the default search, which includes local
paths and removable media. The best drver found will be installed. 3 § i S

has not passed Windows Logo testing to verify its compatibility

Search removable media (floppy. CO-ROM...) with Windows XP. (Tell me why this testing is important.)

[]include this location in the search s - T 5 ~ 5 -
C your of this may impair
H:\Documents and Settings\Driver\Desktop\ASK30! v Browse or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
O Don't search. | will choose the driver to install recommends that you stop this installation now and
Choose this option to select the device driver from a list. Windows does not guarantee that contact the hardware vendor for software that has
the driver you choose will be the best match for your hardware. passed Windows Logo testing.
< Back Newt > Cancel I[ Continue Anyway ]t STOP Installation j
<Fig.3> <Fig.4>



5) Cliquer sur le bouton “Finish”. (Fig.5)

6)

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for.
\ FUJIFILM ASK-300

Click Finish to close the wizard.

<Fig.5>

Dans les propriétés de l'imprimante, sélectionner le format de papier chargé dans l'imprimante,
puis effectuez un "Test d'impression”.

3.2 Windows Vista

3.2.1 Installation du port USB

1)
2)
3)
4)
5)
6)

Démarrer Windows Vista®.
Connectez-vous en tant qu'administrateur ou membres du groupe Administrateur.

Connectez un cable USB entre I'ordinateur et I'imprimante avant de commencer l'installation.
Démarrer I'imprimante.

Un support d'impression USB sera installé automatiquement..

Cliquer sur “Locate and install driver software” dans la fenétre “Found New Hardware Wizard.”
(Fig.6)

=] Found New Hardware =X

Windows needs to install driver software for your
FUUIFILMASK Printer

© Locate and install driver software (recommended)
Windows will guide you through the process of installing driver software
for your device.

 Ask me again later
Windows will ask again the next time you plug in your device or log on.

© Don’t show this message again for this device
Your device will not function until you install driver software.

\7 Cancel

<Fig.6>



3.2.2

1)
2)
3)

4)

5)

6)

Installation du pilote

Insert the disc that came with your FUIFILMASK Prirter

f you have the disc that came with your device, insert it now. Windows will automatically
search the disc for driver software.

< Idon't have the disc. Show me other options.

Cliquer sur “Continue” dans la fenétre “User Account Control”.
Sélectionner “l don’t have the disc. Show me other options.” (Fig.7)
Sélectionner “Browse my computer for driver software.” (Fig.8)

Windows couldn't find driver software for your device

i =
< Check for a solution

| Windows will check to see if there are steps you can take to get your device
| working,

2 Browse my computer for driver software (advanced)
Locate and install driver software manually.

Cancel

<Fig.7>

Browse for driver software on your computer

Search for driver software in this location:

7] Include subfolders

<Fig.8>

Cliquer sur “Browse”. Parcourir les dossiers puis ouvrir le dossier téléchargé
Windows Vista/Windows 7 printer driver, puis cliqguer sur ASK-300NO.ini.

Lorsque que la fenétre en <Fig.9> réapparait, cliquer sur “Next ». (Fig.9)

Sélectionner “Install this driver software anyway.” (Fig.10)

& Windows Security

G(' Windows can't verify the publisher of this driver software

% Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
for your device.

% Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal

<Fig.11>

information.
et | Concel (v) Seedetails
<Fig.9> <Fig.10>
. « .
Cliguer sur“Close. (Fig.11)
. , ]
e - -
(&) 4 Found New Hardware - FUJIFILM ASK-300
The software for this device has been successfully installed
Windows has finished installing the driver software for this device:
FUJIFILM ASK-300



3.3 Windows 7

3.3.1 Installation du pilote

<Remarque> Avec Windows 7, Il est impératif d’'installer le pilote d'impression AVANT de
connecter I'imprimante a I'ordinateur.

1) Démarrer Windows® 7.

2) Connectez-vous en tant qu'administrateur ou membres du groupe Administrateur.

3) Cliquer sur le bouton “Start” et sélectionner “Devices and Printers”. (Fig.12)

4) Dans lafenétre “Devices and Printers”, sélectionner “Microsoft XPS document writer” puis
cliquer sur “Print server properties.” (Fig.13)

.Ef Paint »
% -

Jl Getting Started »
vep
Sticky Notes 3
Documents
ﬂ Notepad 3

Pictures [efe/==
\ ) %\« Hardwar.. » Devices and Printers | 49 | Search Devices and Printers o
&

Addadevice  Addaprinter  Seewhat's printing b 2 @

! Connect to a Projector

Music

% Remote Desktop Connection

4 Devices (4)
Computer
Calculator P J i/ b
Control Panel e '%
N
% Snipping Tool . Premium uss Generic Non-PnP
Devices and Printers US8 Optical Keyboard Monitor
Mouse
,.‘ XPS Viewer Default Programs 4 Printers and Faxeg (2)
@i{ Windows Fax and Scan Help and Support L | /
_ 22 q,
EASYCOLORIEXPERT P~ Microsot 175
= Document Writer,

> AllPrograms

Microsoft XPS Document Writer  State: @ Default

| Search programs pel | ' Modek: Microsoft XPS Document Writer
Q Category: Printer
<Fig.12> <Fig.13>

5) Ouvrir 'onglet “Drivers” de la fenétre “Print Server Properties”, puis cliquer sur “Add...”. (Fig.14)
6) Cliquer sur “Next” de la fenétre “Welcome to the Add Printer Driver Wizard” (Fig.15)

= Print Server Propelhs E
1
| Forms Peﬂ:l Drivers | decurity | Advanced
Y
Installed printer drivers:
Name Processor Type
Microsoft XPS Document ... 86 Type 3 - User Mode @
Welcome to the Add Printer Driver
Wizard
This wizard helps you install printer drivers for various
platforms on a print server.
The appropriate printer drivers are then automatically installed
on your computer or on other network computers when they
connect to the print server.
To continue, click Next.
[ Add... ] [ Remove... J [ Properties J
o) [ e Kol o [T Foea
<Fig.14> <Fig.15>



7) Assurez-vous de cocher la case “x86” pour les systéemes 32-bit ou “x64” pour les systemes 64-
bit puis cliquer sur “Next”. (Fig.16)

8) Cliquer sur “Have Disk”. Parcourir les dossiers puis ouvrir le dossier téléchargé Windows
Vista/Windows 7 printer driver, puis cliquer sur ASK-300NO.ini. Lorsque la fenétre en <Fig.17>
réapparait, cliquer sur “Next”. (Fig.17)

=% Add Printer Driver Wizard = (=% Add Printer Driver Wizard (==
Processor and Opersting System Selection Printer Driver Selection
Each processor and cparatine system combination uses ts own set ofprnter drivers The manuhcturer and model determine which printer driver o use
Select the processor and operating systems of all computers that will be sing this driver: ;  Select the manufacturer and model of the printer driver to install. If the driver you want is not

#W5  listed, click Have Disk to select the driver you want.

If Windows Update is available, click it for more drivers for this processor and operating system.

Processor Type
Kanium Type3 - User Mode
" T lleadlad

E) 86 Type 3 - User Mode Manufacturer “ Printers

;) This driver s digitally signed. [ Windowsupdate || HaveDisk. |
Tell me why driver signing is important
S |) s ) | oweni ) Bk (et ) [ omen )
<Fig.16> <Fig.17>

9) Cliquer sur “Next”. (Fig.18)
10) Cliguer sur “Finish”. (Fig.19)

(= Add Printer Driver Wizard =
Printer Driver Selection
The menufscturer snd model determine which printer driver to use,

Completing the Add Printer Driver
Wizard

) Select the manufacturer and model of the printer driver to install. f the driver you want is not
5  listed, click Have Disk to select the driver you want. You have successfully completed the Add Printer Driver
Wizard.

If Windows Update is available, click it for more drivers for this processor and operating system. You are about to add the following drivers:

FUJIFILM ASK-300 , 86, Type 3 - User Mode

Printers

FUJIFILM ASK-300

/i This driver is not digitally signed! | Windows Update | [ HaveDisk.. |
Tell me why driver signing is important

To close this wizard, click Finish.

T | <o | ) ) | omen )

<Fig.18> <Fig.19>

11) Sélectionner “Install this driver software anyway.” (Fig.20)
Patienter quelques instants, puis la fenétre “Add Printer Driver Wizard” réapparaitra (Fig.19) Cliquer
sur “Finish”, I'installation est terminée.

@ Windows Security @‘

@/ Windows can't verify the publisher of this driver software

< Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
£ a

# Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

V) See details

<Fig.20>



12) Le pilote d'imprimante installé s’affiche dans I'onglet “Drivers” de la fenétre “Print
Server Properties.” Cliquer sur “OK” pour terminer. (Fig.21)

.

e s E—
- Print Server Properties E
[Forms [ Ports | Drivers |Security | Advenced|
)
Installed printer drivers:
Name Processor Type
Microsoft XPS Document ... 86 Type 3 - User Mode
FUJIFILM ASK-300 B6 Type 3 - User Mode
[ Add. ] [ Remove... ] [ Properties ]

<Fig.21>

3.3.2 Installation du port USB

1) Connecter 'imprimante a I'ordinateur via le cable USB, puis démarrer 'imprimante.
2) VL'installation du pilote est automatique. Cliquer sur 'infobulle pour contrbler le statut de
l'installation. (Fig.22)

:LE Installing device driver software % *
Click here for status.

T
JP 11&&3’ —?\ KANA v 4

<Fig.22>

3) Cliquer sur “Close” pour finaliser l'installation. (Fig.23)

Your device is ready to use

USB Printing Support  Ready to use
FUJIFILM ASK-300  Ready to use
<Fig.23>



3.4 Windows 8 ou Windows 10

3.4.1

Installation du pilote

<Remarque> * Sous Windows® 8 ou Windows® 10, il est impératif d’installer le pilote d’'impression
AVANT de connecter I'imprimante a 'ordinateur.

* Capture d’écrans provenant de Windows 8. La procédure est identique pour
Windows 10.

1) Démarrer Windows® 8 or Windows® 10 operating system.
2) Connectez-vous en tant qu'administrateur ou membres du groupe Administrateur.
3) Sélectionner “Devices and Printers” en suivant la procédure ci dessous.
(1) Afficher “Desktop.”
(2) Sous Windows® 8, afficher le “Charm” en appuyant simultanément sur les touches
“Windows” et “C”, puis cliquer sur “Settings.”
Sous Windows® 10, clic droit sur le bouton “Start” pour afficher le menu.
(3) Sélectionner “Control Panel.”
(4) Sélectionner “Devices and Printers” dans la fenétre “All Control Panel ltems”. (Fig.24)
4) Dans la fenétre “Devices and Printers”, sélectionner “Microsoft XPS document writer” puis
cliquer sur “Print server properties.” (Fig.25)

+ 8+ Contrel Panel » AYCortral Panel kems v €] | Search Contret Fare » ©) + v 4 %~ AXControl Pnelkems + Devkes and Pinters v 16! [ Serch Do piees A
Adgsdeice  ABsaparms  Setwmarspining  Manwge detauk pirees || ok sever propemes =- »
Adjust your computer's settings Virw by el i
= Devices 2)

-~
e WIE-O-USRC

B Ingu Desic

e d # Printess (2)

a Grapvics mnd Wi

@ Koo o Longasge b

» Moues 32 Netmerk mnd Shaies Cantar

= e - re o WA Fe Merectt 95
| Document witer

T @ P Optiarm {8 Prograrm and Festirm

& pecovers & pegin 85 Remotesgy ond Desstap Connections

- § Sy Rt

Microsatt b5

<Fig.24> <Fig.25>

5) Ouvrir 'onglet “Drivers” de la fenétre “Print Server Properties”, puis cliquer sur “Add...”. (Fig.26)
6) Cliquer sur “Next” de la fenétre “Welcome to the Add Printer Driver Wizard “.(Fig.27)

- X

[Foms [ o] | Dvere {5ty [ Advares]

a WINg-64-US-PC

Installed printer drivers:

Name Processor Type

Microsoft enhanced Point... x6 Type 3 - User Mode Welcome to the Add Printer Driver

Microsoft enhanced Point... x86 Type 3 - User Mode Wizard

Microsoft XPS Document ... x64 Type 3 - User Mode

Microsoft XPS Document ... x84 Type4 - User Mode This wizard helps you install printer divers for various
platforms on a print server.
The appropriate printer drivers are then automatically installed
on your computer or on other network computers when they
connect to the print server.
To continue, click Next.

ll Add... ‘l . Remove... ‘ l Properties ‘
@ Change Driver Settings !
Gt | o

<Fig.26> <Fig.27>
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7) Assurez-vous de cocher la case “x86” pour les systemes 32-bit ou “x64” pour les systemes 64-
bit puis cliquer sur “Next”. (Fig.28)

8) Cliquer sur “Have Disk”. Parcourir les dossiers puis ouvrir le dossier téléchargé Windows
Vista/Windows 7 printer driver, puis cliquer sur ASK-300NO.ini. Lorsque la fenétre en <Fig.29>
réapparait, cliquer sur “Next”. (Fig.29)

_ 5 =

Processor Seloction Printer Driver Selection
Each processor uses ts own set of perter drivers. The manufacturer and medel detormine which prnter dver 10 use.

Select the manufacturer and model of the printer driver 1o install. i the driver you want is not

Select the processor of all eomputers that will be using this deiver: L7
MW lsted, chek Have Dick to celect the drrver that you want.

Eb

If Windows Update is available, click it for more drivers for this processor.

Manutactures A || prnters -
Brother 1531 Beother Color Leg Typel Class Drwver

Canon 3 Brothes Coloe Type3 Class Driver

Dell Lg)Beothes U Leg Type! Class Driver

Eastman Kodak Compary Ll Ocother U Leg Type2 Class Deiver

rocos Y M

T Db s Tl Claan Dt
L) This driver is digitally signed. Windows Update I

Tsll.me why srivet signing & imgortant

‘qu‘w etk | _peas> || Concn

<Fig.28> <Fig.29>
9) Cliquer sur “Next”. (Fig.30)
10) Cliquer sur “Finish”. (Fig.31)

-
il

ke yec Satectia Completing the Add Printer Driver

Wizard

) Select the manufacturer and model of the printer driver to install. i the driver you want is not
d listed, chek Have Disk to celect the drecer that you want. You have completed the Driver
Wizard,

You are sbout to add the following drivers:

FUJIFILM ASK-300, x84 Type 3 - User Mode

If Windows Update is available, click it for more drivers for this processor,

Printers.
EIFUIFILM ASK-300

Lyl This driver has an Authenticode(tm) signature. Vindows Update Have Disk...

Tafl me why seiver signing & imgortant To dhose this wizard, click Finich,

o = [ =
L] =

<Fig.30> <Fig.31>

11) Cliquer sur “Yes” dans la fenétre “User Account Control”.

12) Sélectionner “Install this driver software anyway” dans la fenétre “Windows Security”. (Fig.32)
Patienter quelgues instants, puis la fenétre “Add Printer Driver Wizard” réapparaitra (Fig.31) Cliquer
sur “Finish”, I'installation est terminée.

o T

5‘\ Windows can't verify the publisher of this driver software

| 9 Don'tinstall this driver software
i You should check your manufacturer's website for updated driver software
P a

# Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

(v) See details

<Fig.32>



4) Le pilote d'imprimante installé s’affiche dans I'onglet “Drivers” de la fenétre
“Print Server Properties.” Cliquer sur “OK” pour terminer. (Fig.33)

(=) Print Server Properties (3]
Forms | Ports " Drivers Igcmri\y | Advanced

Installed printer drivers:
Name Processor Type |
Microsoft XPS Document ... 86 Type 3 - User Mode
FUJIFILM ASK-300 86 Type 3 - User Mode

[ Add... J L Remove... ] [ Properties ]

<Fig.33>

3.4.2 Installation du port USB

1) Connecter 'imprimante a I'ordinateur via le cable USB puis démarrer 'imprimante.
2) VL'installation du port USB est automatique.
3) Redémarrer votre ordinateur.

* Sous Windows 8 ou Windows 10, un redémarrage est nécessaire pour finaliser
linstallation.



4. Installation du profile ICC

<Remarque> - Installer les pilotes avant d’installer les profils ICC.

1)

2)
3)

4)
5)

* Les Capture d’écrans sont issues de Windows 7. Pour ce chapitre les procédures
d’installations sont identiques pour les OS Wlindows XP, Vista, 8 et 10.
Installation du profile ICC (Fig.34)
e Clique droit sur le profile ICC téléchargé.
= Sélectionner “Install Profile” pour installer le profile ICC.
Sélectionner “Devices and Printers” dans le menu “démarrer” de Windows.
Clique droit sur “FUJIFILM ASK-300", et sélectionner “Printer Properties” dans le menu. (Fig.35)

Install Profile

Open With...

W Scan for threats...

Clickto change.

Restore previous versions

Send To > ‘k% Q.’/ "Q-’/ 2

5 - i e £
Copy

Create Shortcut
Delete

« Unspecifed (3
Open file location = |

UM ASK-300
"

Rename

Properties

<Fig.34> <Fig.35>

Sélectionner I'onglet “Color Management” et cliquer sur “Color Management ». (Fig.36)
Sélectionner “FUJIFILM ASK-300” dans “Device:”. (Fig.37)

([ FUIFILM ASK-300 Properties [
rope

|Gene|a|]5hamgIPms ]Advmced]ColofManagemem Securty

?( To adjust color management settings, click Color Management.
o

" Use my settings for this devce T ldentdy montor |

Profiles associsted with this device:

Name File name

[ ook [ comesl ][ somy |

<Fig.36> <Fig.37>



6) Cocher “Use my settings for this device”. (Fig.38)

7) Afficher dans “Profile selection:” le paramétre “Manual”. (Important) (Fig.38)
8) Cliquer sur “Add” pour sélectionner le profil ICC a installer. (Fig.38)

9) Cliquer “Close” pour finaliser I'opération. (Fig.38)

Devices | All Profiles | Advanced

Device: s/ [Printer, FUIIFILM ASK-300 -
Use my settings for this device
Profile selection: d) d

Automatic (Recommended)
Manual

l Profiles associated with|

Name

File name

Add... Remove | [ setas Default Profile \

Close

L ing color settings

<Fig.38>

<Remarque> Dans l'onglet “Options” de la fenétre “Printing Preferences”, “Color matching” est

sélectionné par défaut. Si ce parameétre est désélectionné, le profil ICC ne sera pas pris en
compte. (Fig.39)

& FUJIFILM ASK-300 Printing Preferences

[ Paper | Dptions | Color Adjust|
Sharpness : AT Ee— -
I~ Matte
I Color correction T2
' LU N p a4 3
...... / =
SO0 .J,. G0 =
I Color Matching
Defaults
2
<Fig.39>



La correspondance des couleurs etant activée par défaut, le profil ICC est automatiquement
appliqué avec Microsoft Paint, Windows Picture ou FAX Viewer lors de I'impression. Cependant

avec Adobe Photoshop ou d’autres logiciels, il est nécessaire d'appliquer manuellement le profil
ICC.. (Fig.40)

Image Layer Select Fiter View Window Help

iwn
r‘ P‘u

| Eom o=

Prt Quakty. 300 dpi l:aml E
I~ PettoFie.

Bty

pace
 Document: $AGE EC1966:21

 Proot Setu: US. Web Cosed (SWOP) v2
PuSpace
Brofle:

areca
m_:
— Setee
3 / =T [ AGh_

<Fig.40>



5. Maj du firmware 316J21

1) Démarrerle PC.
2) Brancher l'imprimante au PC via le cable USB.

3) Sélectionner le dossier « DLASK300_x64_Ver420a » pour les PC Win 7,8 & 10 ou
« DLASK300_x86_Ver420a » pour les PC Win XP.

que » fimware » DLASKS0 Veri20a »

oy
& sox

& Mosoe
H vdior

8 Ornateur
& osvek(C)

5 s |2
N 3 b

DLASK3N0 64 Vesk20

DLASKS00 186 Vert200

3 Expace Perzonne
G DOCS (W)

1

1 terere seiectonne

4) Double cliquer sur le dossier « DLASK300_Ver420a.exe » pour lancer l'installation du firmware.

5) Double cliquer sur « Download ».

Download Ver.1.02

DATA1(M)
DATAZ(T)
DATA3(F)

Data in Printer
Before

DATA1(M)
DATA2(T)
DATA3(F)
After
DATAT(M)
DATA2(T)
DATA3(F)

1 éémert selectionne
S

PP a1

G ntranetocal
——

Wersion Check sum
: BeE21 [
: [318C2 [
: bt I

#= FUJIFILM ASK300 Update Tool i

x|

6) La séquence d’'upgrade démarre

Initializing. .. @ Version Check... @

Please wait. Please wait.

24% 2z

Success! 3]

AN

Loading DATA1(M)...
Do not power off the printer during download.

Stccess!
This DATA was downloaded propedy on printer.

4%

7 La séquence est réussie cliquer sur OK

18



8)

modifications effectuées.

Une fois la séquence terminée la fenétre « update Tools » s’ouvre et vous permet de constater les

Quittez I'outil Update en

5 A5K300 Updte Too B — — cliquant sur la croix blanche
Download Yer.4.20a Version Check sum ]
DATAT([M) ©FeR21
DATAZ(T) Jeczt 1
DATA3IF] - b1
Diata in Printer
Before
DATAT(M] : [EI6E21 0RAE
DATAZ(T] Jneczt BFTC
DATA3IF] o on EED3
After
DATATIM) . [meiz1 4431
DATAZ(T) : [3ecz1 AFIC
DATA3(F) - on EEDZ
Download

Messages d’erreurs possibles lors de I'upgrade du firmware

Erreur de type d’imprimantes, attention le firmware ne fonctionne qu’avec les ASK-300.

Version Check

~ This program is rot applicable on this printer.
DATAL(M) :

Cette imprimante a déja été upgradée.

Version Check

°
1 ) DATA in the printer is the newest version,

Déconnexion électrique ou cable USB débranché. Veuillez recommencer la procédure de mise a jour
du firmware.

Printer is not connected.
. Please check a cable connection, and turn the printer OFF and then ON, and download again.
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6 Désinstallation

Utiliser les procédures suivantes pour désinstaller le pilote d'imprimante.

Lors de la désinstallation du pilote d'imprimante, vérifier que le pilote d'imprimante n'est pas
utilisé a partir de I'application ou qu'il reste des impressions stockées dans le spouleur.

Lorsque vous utilisez I'imprimante sous Windows Vista, Windows 7, Windows 8 ou Windows 10,
vérifier que l'imprimante n'est pas définie comme imprimante par défaut.

Lorsque vous désinstallez, puis réinstallez le pilote d'imprimante dans Windows Vista, Windows
7, Windows 8 ou Windows 10, retirer le cable aprés la désinstallation et redémarrer I'ordinateur
une fois la réinstallation terminée.

Windows XP

1) Lancer le logiciel Rem300.exe dans le dossier de stockage du pilote d'impression.

2) Veérifier que “FUJIFILM ASK-300” est présente dans la liste déroulante, puis cliquer sur
“Uninstall”.

3) Lorsque la désinstallation est terminée, le message " Uninstallation was completed. Is a
computer rebooted? "S'affiche.
Cliquer sur “Yes” pour redémarrer I'ordinateur immédiatement,

Windows Vista

1) Cliguer “Start” et sur “Control Panel.”

2) Sélectionner “Printers.”

3) Faire un clic-droit sur I'icone de 'ASK-300 dans “Printers” et cliquer sur “Delete.”

4) Cliguer “Yes” dans la fenétre de confirmation de suppression de I'imprimante

5) Faire un clic-droit dans le dossier “Printers” et sélectionner “Run as Administrator.”
Cliquer sur “Server Properties” lorsque la fenétre “Printer Server Properties” est affichée.

6) Ouvrir 'onglet “Drivers” dans la fenétre “Printer Server Properties” puis sélectionner le pilote a
supprimer. Ensuite cliquer sur “Remove”.

7) Sélectionner “Remove driver and driver package.” Dans la fenétre “Remove Driver And
Package” et cliquer sur “OK”.

8) Cliquer sur “Yes” dans la fenétre “Printer Server Properties”.

9) Sile message “Driver package information collected.” Est affiché dans la fenétre “Remove
Driver And Package”, cliquer sur “Delete”.

10) Cliquer sur “OK” lorsque le message “Driver package deleted” est affiché dans la fenétre
“Remove Driver Package”.

11) Redémarrer l'ordinateur.

Windows 7

1) Cliquer sur “Démarrer” et sélectionner “Devices and Printers” dans le menu Windows.

2) Faire un clic droit sur I'icone ASK-300 et cliquer sur “Remove device”.

3) Cliquer sur “Yes” dans la fenétre de confirmation “Remove Device”.

4) Cliquer sur n’importe quelle icbne d’imprimante dans la catégorie “Printers and Faxes” de
la fenétre “Devices and Printers”, puis cliquer sur “Printer server properties”.

5) Ouvrir 'onglet “Drivers” de “Printer Server Properties” puis cliquer sur “Change Driver Settings”.

6) Lafenétre “Change Driver Settings” s’affiche.

20



7)

8)
9)

10)

11)

Sélectionner le pilote ASK-300 a supprimer puis cliquer sur “Remove”.

Sélectionner “Remove driver and driver package.” Dans la fenétre “Remove Driver And
Package” puis cliquer sur “OK”.

Cliquer sur “Yes” dans la fenétre de confirmation “Printer Server Properties”.

Cliquer sur “Delete” lorsqu’est affiché “Driver package information collected” dans la fenétre
“Remove Driver Package”.

Cliquer sur “OK” lorsqu’est affiché “Driver package deleted” dans la fenétre “Remove Driver
Package”.

Redémarrer l'ordinateur.

Windows 8 ouWindows 10

<Remarque>

Lors de la désinstallation il est impératif que I'imprimante soit connecté au port USB utilisé lors
de linstallation/.

Si vous connectez l'imprimante sur un port USB différent, vous ne pourrez pas supprimer le
package de pilote. (A I'étape 9), il sera affiché que le package pilote ne pourra pas étre
supprimé, et vous n‘aurez pas acces au bouton "Delete"” (il sera grisé.)

Sélectionner “Devices and Printers” via la procédure ci dessous.

2)
3)
4)

5)
6)

7)

8)
9)

10)

11)

(1) Afficher “Desktop.”
(2) Dans Windows 8, Afficher le “Charm” en appuyant simultanément sur les touches
“Windows” +“C”, puis cliquer sur “Settings.”
Dans Windows 10, faire un clic droit sur “Start” pour afficher le menu contextuel.
(3) Sélectionner “Control Panel.”
(4) Sélectionner “Devices and Printers” dans la fenétre “All Control Panel ltems”.
Faire un clic droit sur I'icéne de I'imprimante a supprimer et sélectionner “Remove device”.
Cliquer sur “Yes” dans la fenétre “Remove Device”.
Cliquer sur n'importe quelle icbne d’'imprimante dans la catégorie “Printers and Faxes” de
la fenétre “Devices and Printers”, puis cliquer sur “Printer server properties”.
Ouvrir 'onglet “Drivers” de “Printer Server Properties” et cliquer sur “Change Driver Settings”.
La fenétre “Change Driver Settings” s’affiche.
Sélectionner le pilote ASK-300 a supprimer puis cliquer sur “Remove ».
Sélectionner “Remove driver and driver package.” Dans la fenétre “Remove Driver And
Package” puis cliquer sur “OK”.
Cliquer sur “Yes” dans la fenétre de confirmation “Printer Server Properties”.

]

Cliquer sur “Delete” lorsqu’est affiché “Driver package information collected” dans la fenétre
“Remove Driver Package

Cliquer sur “OK” lorsqu’est affiché “Driver package deleted” dans la fenétre “Remove Driver
Package”.

Redémarrer I'ordinateur.



7. Fonctions

Cette section décrit les préférences d'impression (avec les onglets Papier, Options et Ajustement

des couleurs) dans le pilote d'imprimante et les indications d'erreur.

Cliquez sur "Démarrer" et sélectionnez "Imprimantes et télécopieurs". Cliquez avec le bouton droit
sur l'icdbne ASK-300 dans la fenétre et sélectionnez "Propriétés". Aprés avoir effectué les réglages
dans la boite de dialogue Préférences d'impression FUJIFILM ASK-300, cliquez sur "Appliquer” puis

" OK "pour fermer la boite de dialogue.

1) Options d'impression

& FUJIFILM ASK-300 Printing Preferences @@
Paper | Options | Color Adjust
Paper Size : B4 inch(152x102 mm) -
Print pixels : 18641228 dots
Print size : 152x102 mm / 6x4 inch
Orientation : @ Portrait " Landscape
Copies : 1 3:
(1-450)
Scaling : 100 3: %
(25-400)
Remain
0% 50% 100 %
1 1 1
oo I ne

<Fig.41 Onglet “Paper” (Windows XP)>

+ PaperSize

Permet de sélectionner le format d’'impression.

La résolution en pixel est indiquée dans le tableau pour chaque format d’'impression.

Format d'impression Résolution
5x3.5 inch (127x89mm) 1568%1076
6x4inch (152x102mm) 1864x1228
5x7inch (127x178mm) 1568%2128
6x8inch (152x203mm) 1864x2422
6x4 inchx2 (152x102mmx2)** 1864x1228x%2
6x2 inchx1 (152x52mm)Type 1** 1864x614x1
6x2 inchx2 (152mmx52mmx2)Typel*® |1864x614x2

*1 Ce format fonctionne exclusivement avec le papier 15x20

*2 Ne pas utiliser ce format.

*3 Ce format fonctionne exclusivement avec le papier 15x10
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»  Print pixels
Format d'impression affiché en pixels.
*  Printsize
Format d'impression affiché en mm.
*  Orientation
Orientation de I'impression.
* Copies
The printer prints the number of printouts which is shown in dialog. (Range : 1 - 450)
* When multiple copies are printed, it becomes like the example below usually.
(example) The print result of 2 copies of 3 pages:1p 1p 2p 2p 3p 3p
» Some applications might not transmit as the above method.
(example) The print result of 2 copies of 3 pages
To achieve 1p 2p 3p 1p 2p 3p, the application outputs each image twice.

» Scaling
Enlargement scale is set. (Range : 25-400%)
* Remain

The remaining amount of the ink ribbon in the connected printer is displayed in a bar.
When a printer is not connected or information from the printer can not be read, this bar is
displayed in gray.
* About...
Displays the version information of this driver.

2) Parametres optionnels

& FUJIFILM ASK-300 Printing Preferences

| Paper | Options | Color Adjust

Sharpness : 0 Normal =

[ Matte

Print Speed : Fine -

™ Color corection

¥ Color Matching

Defaults

<Fig.42 Option setting dialog (Windows XP)>

*  Sharpness

none/-3/-2/-1/0/1/21/3

Level of outline correction is changed.

none : Not perform the outline correction.

-3to 3 : The value is smaller, the outline becomes softer.

The value is larger, the outline becomes sharper.

. Matte

Print finish of matte is set.
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+  Print Speed
Printing speed is set.
Fine : Printing is performed at the standard speed. (Standard quality picture mode)
UltraFine : Printing is performed at the speed slower than the standard speed. (High quality
picture mode)
* When Matte is selected, printing is performed at the UltraFine speed regardless of the print
speed setting.
»  Color correction
The tone of light colors can be changed.
R : -200 - +200
As the value is smaller, the red tone is weakened.
As the value is larger, the red tone is intensified.
G : -200 - +200
As the value is smaller, the green tone is weakened.
As the value is larger, the green tone is intensified.
B : -200 - +200
As the value is smaller, the blue tone is weakened.
As the value is larger, the blue tone is intensified.
*  Color matching
Color matching is carried out according to the ICC profile set in the “Color control” tab.
When the ICC profile is not set in the “Color control” tab, set the “Color matching” to OFF
because the color matching is not carried out in this case.
+  Defaults
All the settings in Option dialog are reset to the defaults.

3) Colorimétrie

If the color adjustment values are saved or loaded by clicking “Save” or “Load,” those values are
applicable to the printing preferences in other computers. The value file is saved as “***.cpd” (an
arbitrary text is filled in “***”). (The path to save the file at default: C:¥WINDOW S¥system32¥spool¥
drivers¥color)

& FUJIFILM ASK-300 Printing Preferences (3]

Paper | Options | Color Adjust

~ ~

~
— 9 = | |
.__J._I [? Save.

<Fig.43 Color adjustment dialog (Windows XP)>
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7.3.1 Onglet Color Adjust

1)

2)

3)

4)

Adjust

Tick the box for the color adjustment.

Gamma

Adjusted value (-5 - +5)

When you want to increase the density of the middle tones, decrease the value of “Gamma” of
the color adjustment dialog.

Same check box ON: R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255
White Larger
N
N
Smaller
0 255(Input data)
Black White
Gamma

Brightness

Adjusted value (-128-+128)

When you want the brightness of the print picture to be dark, the value of “Brightness” of the
color adjustment dialog must be decreased.

Same check box ON: R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255

White

Larger

N
N

Smaller
0 255(Input data)
Black White
Brightness
Contrast

Adjusted value (-128-+128)

When you want the contrast of the print picture to be strong, the value of “Contrast” of the color
adjustment dialog must be increased.

Same check box ON: R,G and B are same value, OFF:R,G and B are individually adjusted.

(Output data)
255
White [ Lar9er
Smaller
0 255(Input data)
Black White
Contrast
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5) Fine adjust
The more minute color adjustments are carried out by the Gamma adjustment tone curve.

6) Defaults

All adjustable values in Color Adjust dialog become 0.
7) Load...

The color adjustment setting file is loaded.
8) Save...

The color adjustment setting is saved.
7.3.2 Bouton Fine Adjust

Fine Adjust @

™ Each color adj.

---------- el

.......................................... Input :
Output: -

<Fig.44 Fine Adjust dialog (Windows XP)>

1) Adjust
Tick the box for the color adjustment.
2) Each color adjustment
ON: Each RGB color is individually adjusted.
OFF: The same adjustment of each RGB color carries out.
3) Selecting the color to be adjusted
When adjusting color individually, select the color to be adjusted.
4) 1/0O value display
The input (gradation value before adjustment) and output (gradation value after adjustment) of
the adjustment point are displayed.
5) Defaults
All the tone curves become a linear straight line of the range (0, 0) - (255, 255).



7.4 Messages d’erreur

No. Error dialog message Button Operation

1 |Printer is not connected. OK Click OK button.

After connecting the printer (Turn on
the printer./ Connect the I/F cable),
printing starts automatically.

2 |The printer does not respond. Turn the |OK When clicking OK button, the dialog
printer Off and then On again, and try disappears and the print job is
again. deleted. After turning the power off

and turning it back on, start printing
process again.

3 |Something is wrong with the printer. Cancel When the error is resolved, the
(XXXXXX) dialog disappears and printing starts
Turn the printer Off and then On again, automatically.
and try again. When Cancel button is clicked,

. printing is canceled. All the jobs in the

4 I\S/Ietc Eamcal Er'ror(XXXXXX). printer are cancelled and printing is

et maper again. cancelled.

5 [Mechanical Error(XXXXXX). * Numeric characters are indicated in
Turn the printer Off and then On again, (XXXXXX).
and try again.

6 |Printing unit is opened.

7 | Printing unit is opened while printing.

8 |Ink ribbon and paper type do not
match.

9 |Ink ribbon is not correctly installed.

10 |Ink ribbon end.

11 |Paper empty.

12 |The ink ribbon is not standard.

13 | The printer was turned off while printing.

Turn on a printer.

14 |Paper jam(XXXXXX).
Set Paper again.

15 |Paper size of printer driver and ink
ribbon type do not match.

16 |Ink ribbon empty.

Exchange ink ribbons.

17 |Paper end.

18 |It is not equipped with the Paper strip
bin.

19 [Inkribbon error. (XXXXXX)

Set Paper again.

20 |[Ink ribbon error. (XXXXXX)

Set Paper and ink ribbon again.




* When no error message is displayed on the monitor and printing is not carried out, check the
indicators on the front of the printer.

* When an error occurs in the printer, printing starts automatically by resolving the error.
For the details of the indicators on the printer, see the detailed manual of the printer.
The error may not be displayed in the case of system configurations other than that shown below.

Interface Operating system Setting

uUSB Windows® XP Set “Enable bidirectional support”
for printer properties.

Windows Vista®
Windows® 7
Windows® 8

Windows® 10

* In Windows XP/Vista/7/8/10, the print job is not deleted if the printer is not turned on or the I/
F cable is not connected. By turning on the printer or connecting the I/F cable, the data will be
transferred again.



8. Notes and other information

1)

Notes

Secure of Hard disk for spool file

Secure the capacity of Hard disk for spool file enough for the printer operation and the number
of printing sheets.

The printing cannot be correctly carried out when the capacity is running short.

The drive for spool file is the same drive as the drive of Windows system usually.

Operation of the printer

Refer to the operation manual of the printer.

Do not turn off the power switch during data transfer or print.

If you turn off the power switch, restarting of a computer may be needed.

(When deletion of a printing data cannot be performed, restarting of a computer is required.)

Applicability of color adjustment
The color adjustment is applied to the entire printing range including the background.

About “Print directly to the printer”

With some applications, if “Print directly to the printer” is selected, objects may not be printed
correctly.

In that case, select “Spool print documents ...” for printing.

FUJIFILM ASK-300 : the “details” page of printer property sheet

About connection of a computer and a printer

Do not disconnect the interface cable during data transfer.

If the interface cable is disconnected, wait 1 minute or more after disconnecting the cable to
connect it again. If the cable is connected without leaving an enough interval, the printer driver
may not work correctly.

System requirements for USB interface

Use a personal computer with Windows XP, Windows Vista, Windows 7, Windows 8 or Windows
10 pre-installed, and make sure that its USB operation is guaranteed by the manufacturer.
ASK-300 supports USB 2.0 (Hi-Speed USB) interface. As USB 2.0 is fully upward-compatible
with USB 1.1, ASK-300 can be used with a personal computer that supports USB 1.1 interface.
To use ASK-300 based on USB 2.0 (Hi-Speed USB), connect with a personal computer that
supports USB 2.0 (Hi-Speed USB). For USB 2.0 (Hi-Speed USB) compatibility of your personal
computer, contact the manufacturer of the personal computer.

Connection of USB cable

When you take out and insert a USB cable after installation of a printer driver, wait 10 seconds
or more after extracting a cable.

If the cable is reinserted without leaving an interval, the printer may not operate normally.
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Print job
Do not delete the print job in the spooler during data transfer. When deleting it, do not start
printing until the printer becomes to the initial status.

Number of prints
With some applications, the number of prints set by the printer driver does not work. Set the
number of prints from the print dialog box of the application.

Remainings

Remainings on the Paper tab shows the remainings of the ink ribbon by a bar, by reading
information from the printer when the Paper tab is displayed. The correct information may not
be acquired during printing.

When the USB port to connect is changed
When you change the USB port after installing the printer driver, “Found New Hardware Wizard”
is displayed. Then, the installation of the printer driver is carried out.

Errors during printing

When an error occurs during printing, it may not be displayed on the monitor. To resume
printing, check the indicator on the front of the printer and take the countermeasure. For the
indication by the indicator of the printer and the countermeasures, see the detailed manual of
the printer.

Setting of the color matching

Even if the color matching is set to ON by the printer driver, color matching may not be
available with some applications.

With some applications, color matching is effective even if it is set to OFF.

When you print and “Parameter’s value is invalid.” is displayed, perform the following
operations.

a) Select “Device Manager” from “Hardware” tab of “System Properties.”

b) Select “Scan for hardware changes.”

When you use Windows Vista, printing may not be performed properly if you reboot the
personal computer or wake it up from the suspend mode with the print jobs stored in the print
spooler. In this case, delete the print job(s) in the spooler dialog and print again.

When you use Windows 7 or Windows 8, install the printer driver first, and then connect the
printer to the personal computer.

When the printer is in standby status, the printer driver may not be installed correctly. Install the
printer driver while the printer is activated. Check the printer status by the indicator on the front
of the printer. For the indication by the indicator of the printer, see the detailed manual of the
printer.

You can set the number of printouts from 1 to 450 in the Paper dialog, however, the maximum
number of printouts per one paper roll varies depending on the paper size.

28



When “6x4 inchx2(152x102mmx2)” is selected in “Paper size”
When the number of pages or copies is odd, the last print of 6x4 inch size paper is output as
a blank page. Depending on the application software, a blank page may be set every other

page.

Uninstallation and reinstallation of the printer driver

When you use the printer in Windows Vista, Windows 7, Windows 8, or Windows 10, confirm
that the printer is not set as default printer and then uninstall the printer driver.

When you uninstall and then reinstall the printer driver in Windows Vista, Windows 7, Windows 8,
or Windows 10, remove the cable after uninstallation, reinstall the printer driver, and restart the
computer after the reinstallation is completed.

When you install the printer driver in Windows 8 or Windows 10, restart the computer after the
installation is completed both in the first installation and in the reinstallation after uninstallation.

When you uninstall the printer driver, connect the printer to the same USB port as that used for
installation.

When Matte finish is selected in “Matte”
The Matte finish is only available on printers with the new firmware adapted to it.
Printers without adapted firmware will ignore the Matte setting and print without Matte finish.

When “UltraFine” is selected in “Print Speed”

The UltraFine is only available on printers with the new firmware adapted to it.

Printers without adapted firmware will ignore the UltraFine setting and print with the printing
speed of Fine.

2) Operating directions for customer’s purpose

721  When you want to adjust the color of the print image.

(Note that the effects are invalid on the display even if you make following setting.)

1)

2)

3)

4)

When you want the density of entire print picture to be thick (dark), decrease the value of
“Brightness” of the color adjustment dialog.

When the print picture is out of focus (the contrast is weak), increase the value of “Contrast” of
the color adjustment dialog.
The contrast becomes stronger.

When you want to change the color of printout.

Change the value of “Brightness” of the color adjustment dialog.
Increase Red : Increase the “R” value of the color adjustment dialog.
Increase Green : Increase the “G” value of the color adjustment dialog.
Increase Blue : Increase the “B” value of the color adjustment dialog.

When you want to adjust Gamma of the printout.
By moving the graph of the Gamma adjustment dialog with a mouse, the density of the entire

29



image can be adjusted to the arbitrary Gamma curve.
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The density becomes high (dark) when you decrease the output value compared with the input
value.
The density becomes low (bright) when you increase the output value compared with the input
value.

722 To adjust the gray balance in the low gray levels, use “Color correction” on the option

tab.

To weaken the Yellow tone  : Increase the “B” value.
To weaken the Magenta tone : Increase the “G” value.
To weaken the Cyan tone . Increase the “R” value.
To weaken the Red tone : Decrease the “R” value.
To weaken the Green tone  : Decrease the “G” value.
To weaken the Blue tone : Decrease the “B” value.

73 Prohibition matter

We prohibit Reverse Engineering, decompiling or reverse assembling of this driver software.

74  Exemption from responsibility

Occasionally, this software does not operate normally depending on operating environment.
FUJIFILM Corporation will not assume any responsibility for damage (including, but not limited
to, lost profit or damage caused from special circumstances etc.) occurring during the use of this
driver
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