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Optimized to fit your needs

As a customer, you can expect us to support you in the way that best works for you. Whether you prefer a close technical  
collaboration, or a partner who takes care of all the details for you, we are here to help.

Features

Fujifilm has leveraged its imaging and 
information technologies to build 
creative solutions for a wide variety of 
printing challenges. 

No routine refurbishment 

required

Fujifilm’s integrated print systems are 
designed and built to exacting stand-
ards in order to avoid the down time 
required with refurbishment and repair. 

No nozzle out

REDIJET®

Fujifilm’s patented REDIJET ink  
recirculation system keeps ink  
flowing, which allows for fast startup 
and easy cleaning.

Nozzle Redundancy

Fujifilm’s SAMBA® print systems have 
32 rows of nozzles per printhead, 
which provides redundancy in the 
event of nozzle loss.  

Nozzle out

Fujifilm Commercial Imprinting Options

Before inkjet 
integration

Inkjet integration is adding digital inkjet 
capability to existing production lines.

FUJIFILM 42K Printbar System

Designed to add variable data as an integral part of production in any print 
width needed for commercial imprinters, packaging converters, and others. 

•	 Available in monochrome or 4-color

•	 Multiple printbars capable of printing on multiple  
synchronized webs simultaneously

•	 Speeds up to 920 feet (280 m) per minute

X-BAR Powered by FUJIFILM Inkjet Technology

•	 Monochrome 

•	Two sizes that print in lanes of either 4.7 inches (11.9 cm) or 9.4 inches 
(23.9 cm)

•	Printbars have a familiar form factor to simplify integration

•	Comes with the Kao Collins Universal Controller for a familiar interface 
that eases transition from legacy systems

•	Up to 1000 feet (304 m) per minute at 1200x600 dpi

FUJIFILM 42X Printbar System

•	 Monochrome 

•	Available in sizes up to 1 meter wide to avoid repositioning printbars

•	Comes with the Kao Collins Universal Controller for a familiar interface 
that eases transition from legacy systems

•	Premium software features for commercial imprinting

•	Speeds up to 1000 feet (300 m) per minute at 1200x300 dpi

Parameter X-BAR 42X

Print width 4.7 in (11.9 cm) 9.4 in (23.8 cm)
13.5 in  

(34.29 cm)
27.2 in  
(69 cm)

40.8 in 
(103.6 cm)

Printing  
resolution 
and speed

Cross-process 
resolution is  
1200 dpi for all 
options.

4.7 in printbar     
1000 fpm/300 m/m  

600 dpi

425 fpm/129.5 m/m 
1200 dpi

9.4 in printbar      
425 fpm/129.5 mpm  

1,200 dpi 
615 fpm/187.5 mpm 

600 dpi 
1000 fpm/300 mpm 

300 dpi 

425 fpm/129.5 mpm - 1,200 dpi 
615 fpm/187.5 mpm - 600 dpi 
1000 fpm/300 mpm - 300 dpi 

Fluid  
handling

Aqueous dye inks 
 

Bulk reservoir available in 20L,  
210L and 1000L 

Level sensing

Aqueous dye inks 

Bulk reservoir available in 20L,  
210L and 1000L 

Manual or automatic nozzle  
maintenance 

Level sensing

Color & 
quality

Monochrome 
Native drop size 2.4 pL or 3.5 pL 

Max drop size 13pL 
Smallest font 2 pt (4 pt knockout)

Monochrome 

2-Bit grayscale 

Native drop size 2.4pL or 3.5 pL 

Max drop size 13pL 

Smallest font 2 pt (4 pt knockout)

Controller Kao Collins’ Universal Controller Kao Collins’ Universal Controller

Printbar

4.7 inch printbar     
21.4 in x 7.6 in  

x 7.4 in  
37.5 lbs.

543.6 mm  
x 193 mm  
x 188 mm  

17 kg     

9.4 inch printbar   
16.8 in x 16.4 in  

x 9.7 in  
56.2 lbs.

426.7 mm  
x 416.6 mm  
x 246.3 mm  

25.5 kg  

13.5 inch 
printbar 
29.3 in  
x 7.6 in  

x 26.8 in  

744.2 mm  
x 193 mm  

x 680.7 mm

27.2 inch 
printbar 
42.9 in  
x 7.6 in  

x 26.8 in  

1089.6 mm  
x 193 mm  

x 680.7 mm 

40.8 inch 
printbar 
64.1 in  
x 7.7 in  

x 34.1 in  

1628.1 mm  
x 195.5 mm  
x 866.1 mm

Fluid  
station  
(1-color, primary)

40.4 in x 23.9 in x 26.2 in, 220.5 lbs. 
1027 mm x 608 mm x 665 mm, 100 kg  

Please contact us

Controller
45.3 in  x 23.5 in x 39.2 in, 337.3 lbs. 

1150.6 mm x 596.9 mm x 995.7 mm, 153 kg  
19.6 in x 47.3 in x 71.3 in, 220 lbs. 

497.8 mm x 1201.4 mm x 1811 mm, 485 kg 

Power Please contact us Please contact us

For technical specifications on the FUJIFILM 42K Printbar System, please visit www.inkjet-integration.fujifilm.com.

Technical specifications

What is inkjet integration?

Add digital variable data or replace legacy continuous inkjet systems for commercial imprinting. Achieve lower cost of ownership and 
avoid routine refurbishment while improving image quality with high-caliber aqueous inks. 

After inkjet 
integration



Global resources

With office locations in every major geographic region, Fujifilm provides the latest technology quickly and is there to help at any 
time. Some of our locations include: 

Worldwide reach

FUJIFILM Integrated Inkjet Solutions provides global support for its customers. Fujifilm customers benefit from fully 
integrated, reliable print systems built to industrial standards. This includes production-ready, multi-color print systems 
fully integrated into the production process.

Email: FIIS@fujifilm.com  |  Phone: 603-443-8300  |  Online: https://inkjet-integration.fujifilm.com
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•	FUJIFILM Australia

•	FUJIFILM Canada

•	FUJIFILM Mexico

•	FUJIFILM Europe 

•	FUJIFILM Unigraphica

•	FUJIFILM New Zealand

•	FUJIFILM North America 

•	Offices in every major 
European country
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