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1/3˝ ZOOM
Motor Drive Zoom Lens For 3CCD Camera

For Security

1/2˝ ZOOM
Motor Drive Zoom Lens For 3CCD Camera

For Security
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GLASS ELEMENTS
1/3" C-Mount

T14x5.5DA-M41

FUJIN0N FUJI  PHOTO OPTICAL CO.,LTD. JAPAN
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FUJIN0N FUJI  PHOTO OPTICAL CO.,LTD. JAPAN

1:1.9/7.3-102mm

3CCD
1/2" C-Mount

S14x7.3DA-M41
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Model
Focal Length (Zoom Ratio)

Iris Range

Operation
Iris

Focus
Zoom

1/3˝

1/3˝

Wide
Tele

Wide

Tele

Angle of View
(H × V)

Object
Dimensions
at M.O.D.

(H × V)

Focusing Range

Back Focal Distance
Filter Thread

Mount
Mass

Exit Pupil Position
Remote Control box

MODEL DESCRIPTION

<Standard Model>

C Mount T14 × 5.5DA-M41

(*1)<Available Model>

C Mount, W/pot. T14 × 5.5DA-X41

【WIRING】

Refer to Page 58 / Fig. 1a or 2a (W/pot.)

T14 × 5.5DA-M
5.5mm ～ 77mm (14×)

Motor Drive

Motor Drive   Enable Preset (*1)

3° 34´  × 2° 41´ 

819mm × 614mm

14.83mm (in air)

C Mount

251mm (from Image Plane)

F1.4 ～ F16・Close

Motor Drive   Enable Preset (*1)

47° 09´  × 36° 15´ 

∞ ～ 1m (from Front of Lens)

59mm × 44mm

M62 × 0.75mm

Approx. 0.9kg

CRD-＊＊(Option)

Model
Focal Length (Zoom Ratio)

Iris Range

Operation
Iris

Focus
Zoom

1/2˝

1/2˝

Wide
Tele

Wide

Tele

Angle of View
(H × V)

Object
Dimensions
at M.O.D.

(H × V)

Focusing Range

Back Focal Distance
Filter Thread

Mount
Mass

Exit Pupil Position
Remote Control box

S14 × 7.3DA-M
7.3mm ～ 102mm (14×)

Motor Drive

Motor Drive   Enable Preset (*1)

3° 36´  × 2° 42´ 

823mm × 617mm

14.81mm (in air)

C Mount

-125mm (from Image Plane)

F1.9 ～ F16・Close

Motor Drive   Enable Preset (*1)

47° 20´  × 36° 24´ 

∞ ～ 1m (from Front of Lens)

59mm × 44mm

M62 × 0.75mm

Approx. 0.9kg

CRD-＊＊(Option)
MODEL DESCRIPTION

<Standard Model>

C Mount S14 × 7.3DA-M41

(*1)<Available Model>

C Mount, W/pot. S14 × 7.3DA-X41

【WIRING】

Refer to Page 58 / Fig. 1a or 2a (W/pot.)


