
 

 FFBE WPS013 / Agfa MSC - MSC2 – MSC3 – CLS13 – CLS23_RA4 / E01 / 14-01  
 Page 1/1 

 

WEBSITE PRODUCT SHEET 

 

Chemicals for Agfa MSC, MSC2, MSC3, CLS13 and CLS23 Minilabs 

The following products are recommended for use with Agfa MSC, MSC2, MSC3, CLS13 
and CLS23 minilabs: 

 

Product To make Cat No 

EnviroPrint Developer Replenisher MP108 (1) (2) 4 x 10L 990 911 

EnviroPrint Developer Replenisher MP60 AC (3) 4 x 10L 994 343 

EnviroPrint Bleach-Fix Replenisher 108 AC 2 x 10L 995 712 

EnviroPrint Bleach-Fix Replenisher 70 AC 2 x 5L 995 662 

 2 x 10L 995 670 

EnviroPrint Super Stabilizer & Replenisher AC 2 x (10 x 10L) 990 630 
(1) For high volume RA4 processors you can consider the use of EnviroPrint Developer 

Replenisher MP60 AC (at 60 ml/m²). 
(2) EnviroPrint Developer Replenisher MP108 should be used in combination with 

EnviroPrint Bleach-Fix Replenisher108 AC. 
(3) EnviroPrint Developer Replenisher MP60 AC should be used in combination with 

EnviroPrint Bleach-Fix Replenisher 70 AC.      
                 

Starters Conc Cat No 

EnviroPrint Universal Developer Starter (4) 6 x 1L 979 328 

EnviroPrint Developer Starter AC (5) 6 x 1L 971 655 

(4) EnviroPrint Universal Developer Starter should be used to make a fresh Tank Solution 
of EnviroPrint Developer Replenisher MP108. 

(5) EnviroPrint Developer Starter AC should be used to make a fresh Tank Solution of 
EnviroPrint Developer Replenisher MP60 AC. 

 

Further information such as mixing instructions and full technical details are available in 
our Product Information Sheet (PIS), and can be found on our Esclusivo web site (for 
authorised users only). 


