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1 Application

This document is a procedure to add and install V2.0.4Patch and Glossy-J/Glossy-I/Lustre-| paper surface to Frontier DE100
printer software (DE100 Driver Package V2.0).

Applicable to following 5 cases;

* When using DE100 Driver Package in MSP80 environment (Server with Printer Support).
* When using DE100 Driver Package in MSP80 environment (Server + Workstation).

» When using SDK-P for DE100 environment.

* When using DE100 Driver Package as printer driver.

* When using DE100 Driver Package for Client.

2 Advance Preparation

Available MSP80 versions to which this patch can be applied are shown below. If earlier version is installed, update MSP80 in

advance.
Software Applicable Version
Windows7 V4.2.1.05777 or later
However, for V4.2.1.05777, you need to upgrade the DE100 Driver Package first.
MSPE0 Windows10 V10.01.05777 or later
However, for V10.0.1.05777, you need to upgrade the DE100 Driver Package first.
V4.2-0J/E-052 or later
SDK-P for DE100 However, if the DE100 Driver Package is less than V2.0.0, you need to upgrade the DE100 Driver
Package first.
DE100 Driver Package | V2.0.0 or later

3 Preparation

[ltem to Prepare]

The file is [Frontier DE100 V2.0.4_Installer.zip].

[Unzipping]
Unzip [Frontier DE100 V2.0.4_Installer.zip] in any folder on the PC (e.g. C:/Temp. The path name should not contain spaces).
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4 Installation Procedure

Patch execution procedure is shown below.

Perform the procedure shown in the table below according to your environment.

environment Required steps
MSP80 Server with Printer Support (11, [2], [3], [4], [3]
MSP80 Server + Workstation Server [11, [2], ([3], [4]), [5]
Workstation (11, [21, ([31, [4]), [8]

Workstation With Printer Support

SDK-P for DE100 (2], [3], [4], [3]
DE100 Driver Package [2], [3], [4], [5]
DE100 Driver Package for Client [2], [5]

() If the DE100 is not connected, there is no need to run.
[1]. Terminate MSP80.
Double click StopMSP80.bat in unzipped folder to terminate MSP80 software.

[2]. Start the batch file.
a. Right-click [Patch2041.bat] in unzipped folder and select “Run as Administrator”.

b. If the following screen is displayed, click "Yes".

User Account Control X ‘

Do you want to allow this app to make
changes to your device?

SN\ p
- Windows Command Processor

Verified publisher: Microsoft Windows

o

c. After following screen closes, perform next step.

" with PID 5844 has been terminated.
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*1. If you find the following screen, please close [MaintenaceTool.exe] “Run as Administrator” again.

B C\Windows\system32\cmd.exe

version is 2.6.8.1

t your PC t mplete

seconds, press a key to continue

Waiting for 9.
[3]. Update F/W.

a. Turn off all connected DE100 printers.

b. Restart PC

c. Turn on all connected DE100 printers. F/W’s Update will start automatically. Please wait for completion.

d. After completing the update, start the maintenance tool and confirm that the version notation on the title bar is

[Ver.2.0.4.0]

FUJIFILM DETEIMamtenance Ver.2.04.0 I

UserlD User ¥

Password

Cancel Login
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[4]. Apply paper information file.
a. Login into Maintenance Tool as [Administrator].
b. Click Printer Management button.
c. Click Select File button in Paper Information Setting field and select GlossyJGlossylLustrel_Addition.zip on the
desktop.
d. Click Set button.
e. Click Back button.
f. Click Close button.

g. Click Cancel button and perform next step after Maintenance Tool closes.

[5]. Restart the PC.

That all
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