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Product Description: 

 
 
 
 

 
 

Surface: 
 

Base: 
 

Base Characteristics: 
 

Weight: 
 

Caliper: 
 

Whiteness: 
 

Opacity: 
 

Printer Compatibility: 
 

Ink Compatibility: 
 

Handling 
 Recommendations: 

 
Storage & Use 

 Recommendations: 
 
 

Availability: 

FUJIFILM CANVAS 
BOARD 
 
Fujifilm Canvas Board is a cotton/polyester blend fabric that 
incorporates a smooth, semi-gloss surfaced inkjet receiver.  
The combination is fused onto a museum quality board which, 
when imaged, is ready for framing.  Available in 17” x 22” 
sheets packaged 20 per box, the product can be used in any 
Epson/Fujifilm Pro Stylus printer.   

 
Semi-gloss 
 
100% Cotton on Museum Board 
 
Acid Free 
 
540 gsm 
 
1.2 mm 
 
90% 
 
100% 
 
All Piezo and Thermal inkjet printers 
 
Aqueous pigment 
 
Use gloves when handling media.  Before finishing, allow 
approximately 24 hours for drying. 
 
Product should be stored under cool, dry conditions in its 
original packaging. Temperature- 50-86° F 
 Relative Humidity- 20-60% 
 

   17” x 22” (20) 600007177 
 

* Use of water-based dye ink will dramatically reduce image longevity.  To 
determine longevity, testing in actual display conditions is required. 
 
NOTE: Information provided for guidance only and can change without notice. 

 
 
  


