


Use Point to 
choose

Series
TECHNO-STABI

HYPER-
CLARITY MARINER FMT/MT LB150 STABISCOPE

TS-X 1440 TS12×28
TS16×28

Theater/Concert
Sports Light weight

Bird watching
Outdoor

Light weight
Wide fi eld of view
High maginifi cation

Marine sports
Safari Tour

Water-proof
Image 
stabilization

Stargazing 
and nature
observation

Large diamter, 
brightness
Water-proof
Wide fi eld of view

Professional
Observation/
Surveillance

Large diamter, 
brightness
Water-proof
Durability

Choosing the right binoculars
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Objective Lens Gimbal section Prism Eyepiece

Pivot point

Objective Lens Gimbal section Prism Eyepiece

Pivot point

Bundled items: Lens cap, eyepiece caps, case, strap and 4 AA alkaline batteries.
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7×50WPC-XL

7×50WP-XL

HC 8×42

HC 10×42
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Night eyepiece Daytime eyepiece

Night eyepiece Daytime eyepiece

Night eyepiece Daytime eyepiece
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Eye cups to model correspondence 
table

FMTR-SX FMTRC-SX FMTR-SX FMTR-SX FMTR-SX MTR-SX MTRC-SX MTR-SX
7×50 10×50 10×70 16×70 7×50 10×70

Round-shaped eye cups Type 1 * ● ● ● ●
Round-shaped eye cups Type 2 * ● ● ●
Round-shaped eye cups Type 3 * ●
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Series TECHNO-STABI HYPER-CLARITY

TS-X 1440 TS12×28 TS16×28 HC8×42 HC10×42
Page 3 4 4 5 5

Magnification 14 12 16 8 10

Objective diameter (mm) 40 28 28 42 42

Field of view (°) 4 4.2 4 8 6.5

Apparent field of view (°) *1 52.1 47.5 58.4 58.4 59.2

Field of view at 1000m (m) 70 73 70 136 114

Exit pupil 2.9 2.3 1.8 5.3 4.2

Relative Brightness 8.2 5.4 3.1 28.1 17.6

Eye relief (mm) 13 16.5 16 18 16

Minimum Focus Distance (m) *2 5 3.5 3.5 2.0 2.0

Height (mm) 179.5 148 151 139 137

Width (mm) 165 109 120 130 130

Depth (mm) 81 74 74 54 54

Weight (g) (w/o Battery) 1,300 485 550 788 782

Adustment range for interpupillary distance (mm) 60-70 55-70 55-70 58-76 58-76

Dioptric adjustment range (±mm) ±2 ±2 ±2 ±4 ±4

Focus type CF CF CF CF CF

Water resistant *3 1m-5min - - 1m-5min 1m-5min

Battery AA×4 or Ni-MH×4 CR2×1 CR2×1 - -

Operationg temperature −10℃ - +50℃ −10℃ - +50℃ −10℃ - +50℃ −10℃ - +50℃ −10℃ - +50℃

Series MT LB150

7×50MTR-SX 7×50MTRC-SX 10×70MTR-SX 25×150MT-SX 25×150ED-SX
Page 8 8 8 9-10 9-10

Magnification 7 7 10 25 25

Objective diameter (mm) 50 50 70 150 150

Field of view (°) 7.5 7.5 5.3 2.7 2.7

Apparent field of view (°) *1 49.3 49.3 49.7 61 61

Field of view at 1000m (m) 131 131 93 47 47

Exit pupil 7.1 7.1 7 6 6

Relative Brightness 51 51 49 36 36

Eye relief (mm) 12 12 12 18.6 18.6

Minimum Focus Distance (m) *2 9.8 9.8 20 208 208

Height (mm) 187 187 269 962 962

Width (mm) 218 218 238 365 365

Depth (mm) 78.5 93 88.5

Weight (g) (w/o Battery) 1,300 1,360 1,880 18,500 18,500

Adustment range for interpupillary distance (mm) 56-74 56-74 56-74 60-70 60-70

Dioptric adjustment range (±mm) ±5 ±5 ±5 −7 - +3 −7 - +3

Focus type IF IF IF IF IF

Water resistant *3 2m-5min 2m-5min 2m-5min 2m-5min 2m-5min

Battery - - - - -

Operationg temperature −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃

MARINER FMT

7×50WPC-XL 7×50WP-XL 7×50FMTR-SX 7×50FMTR-SX 10×50FMTR-SX 10×70FMTR-SX 16×70FMTR-SX
6 6 7 7 7 7 7

7 7 7 7 10 10 16

50 50 50 50 50 70 70

7 7.5 7.5 7.5 6.5 5.3 4

46.4 49.3 49.3 49.3 59.2 49.7 58.4

122 131 131 131 114 93 70

7.1 7.1 7.1 7.1 5 7 4.4

51 51 51 51 25 49 19.1

18 18 23 23 19.8 23 15.5

12.3 12.3 9.8 9.8 20 20 51.2

180 180 198 198 191 280 270

201 201 218 218 218 238 238

76 65 78.5 93 78.5 88.5 88.5

910 885 1,410 1,460 1,430 2,010 1,920

56-72 56-72 56-74 56-74 56-74 56-74 56-74

±4 ±4 ±5 ±5 ±5 ±5 ±5

IF IF IF IF IF IF IF

1m-5min 1m-5min 2m-5min 2m-5min 2m-5min 2m-5min 2m-5min

LR43×2 - - - - - -

−20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃

STABISCOPE DAY/NIGHT

40×150ED-SX 15×80MT-SX STABI S1240 STABI S1640
8×50FMTR-D/N 25×150ED-D/N STABI S1240-D/N

DAY NIGHT DAY NIGHT DAY NIGHT

9-10 9-10 11 11 13 13 13 13 14 14

40 15 12 16 8 8 25 25 12 12

150 80 40 40 50 50 150 150 40 40

1.7 4 4.7 3.4 6.4 4.5 2.7 1.4 4.7 4.2

61.4 55.3 52.4 50.8 48.2 34.9 61.0 34.0 52.4 47.5

30 70 82 59 112 79 47 24 82 73

3.8 5.3 3.3 2.5 6.3 - 6.0 - 3.3 -

14.1 28.4 11.1 6.3 39.1 - 36.0 - 11.1 -

15 15.7 17 12 31.1 24.5 18.6 24.5 17.0 14.4

533 112.5 28.8 51.2 13 30 208 300 28.8 33

946 510 210 200 235 251 970 970 220 240

365 225 200 200 219 219 365 365 200 200

455 90 90 88 88 90 90

18,500 7,100 1,800 1,800 1,900 2,100 20,000 20,000 2,000 2,200

60-70 58-72 59-71 59-71 60-74 60-74 60-70 60-70 60-70 60-70

−7 - +3 −4 - +2 ±5 ±5 ±5 ±5 −7 -＋3 ±5 ±5 ±5

IF IF IF IF IF IF IF IF IF IF

2m-5min 2m-5min 2m-5min 2m-5min 2m-5min 2m-5min 2m-5min 2m-5min 2m-5min 2m-5min

- - AA×4 or 2CR5×1 AA×4 or 2CR5×1 - CR123A×2 - CR123A×1 AA×4/2CR5×1 AA×4/2CR5×1

−20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃ −20℃ - +50℃

Product

Item

Product

Item
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